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STORM DRAIN PIPE IS REQUIRED TO COMPLY WITH THE
FOLLOWING STANDARDS:
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. ROAD CROSS-DRAIN PIFE.
A. ACCEPTABLE TYPES-REINFORCED CONCRETE, A2000,
CORRUGATED ALUMINUM, HDPE OR OTHER FDOT

«

APPROVED MATERIALS. PVC SHALL BE AS
APPROVED IN THE 200& EDITION OF THE FDOT
STANDARD SPECIFICATIONS

B. MINIMUM SIZE--EIGHTEEN (1&) INCHES DIAMETER OR
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C. ENDWALL, INLET MANHOLE OR MITERED END SECTION
WITH CONCRETE COLLAR REQUIRED AT EACH END.
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2. ROADSIDE DRAIN PIPE:

A. ACCEPTABLE TYPES--REINFORCED CONCRETE, A2000,
CORRUGATED ALUMINUM, HDPE OR OTHER FDOT
APPROVED MATERIALS. PVC SHALL BE AS
APPROVED IN THE 2008 EDITION OF THE FDOT
STANDARD SPECIFICATIONS

B. MINIMUM SIZE--FIFTEEN (I5) INCHES DIAMETER OR EQUAL.
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3. STORM SEWER PIPE:

A. ACCEPTABLE TYPES--REINFORCED CONCRETE, A2000,
CORRUGATED ALUMINUM, HDPE OR OTHER FDOT
APPROVED MATERIALS. PVYC SHALL BE AS
APPROVED IN THE 2008& EDITION OF THE FDOT
STANDARD SPECIFICATIONS

B. MINIMUM SIZE--EIGHTEEN (1&) INCHES OR EQUAL.

C. INLET OR MANHOLE REQUIRED AT EACH CHANGE OF

ALIGNMENT OR GRADE.
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Certificate of Authorization Number:

310

l.  FINAL RECORD DRAWINGS WILL SPECIFY WHAT TYPE OF
STORMPIPE MATERIAL WAS USED.
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NOTE:

ALL DISTURBED AREAS WITHIN
CONSERVATION EASEMENT TO BE
RESTORED TO ORIGINAL CONDITION
UPON COMPLETION OF CONSTRUCTION
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NOTES:

. IF ADJACENT SYSTEMS ARE EXISTING,
CONNECTION POINTS WILL BE EXISTING
STRUCTURES WITH APPROPRIATE KNOCK-OUTS
LEFT IN THEM.

IF ADJACENT STYSTEMS ARE NOT EXISTING,

CONNECTING STRUCTURES WILL BE BUILT WITH

THIS PROJECT AND APPROPRIATE

KNOCK-OUTS FOR FUTURE CONNECTIONS WILL
BE LEFT.
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